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#10753PV - Ball Drain/
Vent Kit for 1000P 

(included)

#9800-100PV
Rubber Drain

(included)

1000P
Valve installed directly below 
ANSI-flanged Big Gun®. 
Order lower 2” metal flange 
(#10356PV) separately.

1000P-V
Valve installed at outlet  
of booster pump.

Model Description PN (18-80 psi)
 STANDARD — FOR ALL PIVOT BRANDS EXCEPT VALLEY  (includes ball drain/vent, 2 rubber drains, and 1/4” tube fitting)

1000P
 Valve 12254-0007
 Valve with Stud Kit 12254-0001

 FOR VALLEY PIVOTS  (includes ball drain/vent, 1 rubber drain, and two 1/4” tube fittings)

1000P-V  Valve with Stud Kit and 2” FNPT Metal Flanges 12254-0013

1000P - 2” (50 mm) Pivot End Gun Valve 
(Booster Pump Controlled - no solenoid required)

u END OF PIVOT VALVES FOR SR75 & SR100
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*1000P-X and 1000P-RX models have electric on/off capability, but do not include a solenoid. The solenoid is provided by others and typically is 
located at the last tower on the pivot.

1000P-R 1000P-X 1000P-RX

1000P - 2” (50 mm) End of Pivot 
Pressure Regulating  
and/or Electric On/Off
Metal 2” Threaded Connections
Contact factory for other connection types.

u END OF PIVOT VALVES FOR SR75 & SR100 u END OF PIVOT VALVES FOR R55 & R75

Model Valve Function Internal 
Filter

Rubber 
Drains 
QTY 2

On/off
Press. Reg. 

Adjust. Range 
(psi)

Part 
Number

1000P-R Pressure regulating only.
No on/off control. P P - 5-60 12254-0036

1000P-X* Electric on/off by solenoid located at pivot tower box*. - P
solenoid  
at tower* - 12254-0037

1000P-RX* Pressure regulating with electric on/off by solenoid 
located at pivot tower box*. P P

solenoid  
at tower* 5-60 12254-0038


